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Multi Busbar Solar Cell
Stronger current collection ability, Special circuit design with much lower hot spot 
temperature.

Module efficiency up to 20.28%
Half cell structure brings low resistance characteristic, higher lifetime generating 
capacity, simultaneously lower annual power attenuation.

PID Resistant
Excellent PID resistance at 96 hours (85℃/85%) test, and also can be improved to
meet higher standards for the particularly harsh environment.

Low-Light Performance
Excellent power generation performance under Low-Light condition due to multi 
busbar; better shading response benefit from half cell module;

Anti-Crack

Excellent anti-microcracking performance with more balanced interior stress;

Strength and Durability
Certified for 8100Pa snow and 3600Pa loads test.

GruppSol är annorlunda – vi erbjuder lokala gruppköp utan några 
mellanhänder. Vi kravställer och utvecklar egna produkter för 
nordiskt klimat med bästa design, hållfasthet och garantier. 
Tillsammans gör vi bra miljöinvesteringar som kan ge dig en årlig 
avkastning på 7-15%. Samtidigt ökar värdet på ditt hus med i snitt 
14% vid en solcellsinstallation, enligt en undersökning gjord av SLU. 

GruppSol erbjuder helhetslösningar för villor, bostadsrättsföreningar 
och företag. Vi genomför alltid en förstudie på plats och följer 
Länsförsäkringars checklista (Faktablad 27) för godkänd solcellsinstallation.

SVERIGEPANELEN är utvecklad för nordiskt klimat och har bästa hållfasthet för att klara av de snö- och 
vindlaster vi har i vårt land. SUPERBLACK har högsta design med extra svarta celler och 12st lövtunna busbars 
samt svarta connection bars. SUPERGLASS är vår ramfria dubbelglas panel som är utrustad med
branschens starkaste superglas. SUPERGLASS är utvecklad för vårt byggnadsintegrerade 
SMART SOLAR ROOF men kan också nyttjas till vanliga installationer.
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Product Warranty: 30 
Power guarantee: 87%
Efficiency guarantee: 30



Electrical Characteristics under STC

Operating Conditions

Construction Materials

Packing Configuration

International Certificates

MODULE TYPE 320 325 335 340

Power Output Pmax              W 320 325 335 340

Power Tolerance              Pmax             W            0/+5W            

Module Efficiency           nM % 18,81 19,10 19,69 19,98

Voltage at Pmax               Vm V 33,06 33,44 34,16 34,52

Current at Pmax               Lm A 9,68 9,72 9,81  9,85 

Open-Circuit Voltage    Voc V 39,85 40,15 40,71 40,98

Short-Circuit Current      Isc A 10,12 10,16 10,24 10,28

Nominal Operating Cell Temperature     NOCT            °C 44±2

Temperature Coeffici t of Pmax             γ %/ °C  - 0.350

Temperature Coeffici t of Voc                l3voc            %/ °C  - 0.280

Temperature Coeffici t of lsc   Oisc              %/ °C  + 0.04

Max.System Voltage 1500V DC 

Max.Series Fuse Rating 20A

Operating Temperature Range -40°C~85°C

Max static snow load 8100Pa

Max static wind load 3600Pa

Application Class  A

Front Cover (Material/type/Thickness) 3.2mm, Anti-Reflection Coating

Cell (Quantity/Material/Type/Dimen.) 12BB/9BB MONO 158.75×79.375mm 

Encapsulant (Material)             3.2mm, heat strengthened glass

Junction Box (Protection Degree) IP67/IP68, 3 diodes

Output Cables 4mm2 , (+)300mm, (-) 300mm or Customized Length 

Plug Connector MC4 Compatible

General Characteristics
Dimension (L/W/H)      1698×1002×7,5mm 

Weight 30 kg

Pallet Weight ca. 950 kg

Pieces per Pallet  30 pcs

Pieces per Container 20' / 40' 360 pcs / 910 pcs

• ISO9001:2008

• ISO14001:2004

• OHSAS 18001:2007

SVERIGEPANELEN 
Superglass Superblack Halfcut 330W

Electrical Parameters Standard Test Conditions

STC: 1 OOOw/m2 irradiance, 25°C module temperature, 
AM1,5 

Thermal Characteristics
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